
ASIAN FILE MK II
FIRE RESISTANT DOCUMENT PROTECTION

KEY FEATURES
• Tested for fire resistance corresponding to the Japanese

Industrial Standard JIS S1037 for up to 120 minutes

• Maximised capacity that users can take full advantage of for
their storage requirements. Chubbsafes Asian File MkII is
available in two- or four-drawer versions

• Easy-to-operate day catch to secure the drawers when closed.
Units do not have to be locked to provide fire protection: they
just have to be pushed closed

• High-quality steel sliders to ensure comfortable operation and
full drawer access

• Comes standard with plinth to absorbs shock in case of a drop
through the floor and protecting documents against small
floods

• Fitted standard with with dual locking: high-security
Combination Lock and Key Lock

• Grey white finish and modern design which blends nicely into
any office environment

• Chubbsafes Asian File MkII is manufactured in accordance with
ISO 9001 for quality management systems and ISO 14001 for
environmental management systems

120 mins
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ESSENTIAL FIRE-
RESISTANT FILING
CABINET FOR
PROFESSIONAL
STORAGE OF YOUR
IMPORTANT
DOCUMENTS
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ASIAN FILE MK II

PRODUCT SPECIFICATIONS
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Model External
Height

External
Width

External
Depth

Internal
Drawer Height

Internal
Drawer Width

Internal
Drawer Depth

Capacity
(Litres) Weight (Kg)

2 drawers 813 544 776 295 387 619 141 149

4 drawers 1483 544 776 295 387 619 283 240

Authorised dealer

www.chubbsafes.com

LOCK OPTIONS

Chubbsafes Asian File MkII models are fitted
with high-security locks as standard. They
are equipped with a central mechanical
combination lock and key lock for dual
central locking. Each individual drawer can
also be fitted with a keylock. 

 
 
FINISH

Asian File MK II features a high-grade corrosion resistant finish
consisting of powder coated galvanized steel and additional
exterior polyurethane paint coating. 
 
Color: Grey White RAL 9002

FIRE TESTING

Chubbsafes Asian File MkII cabinets are tested in a level in
accordance with JIS S 1037 for 2 hours fire proof. The products
are subjected to extensive fire testing which simulates the
impact of a standard fire.
 
 

The filing cabinet is placed in a furnace and
heated to a temperature of 1010°C for a
duration of 120 minutes, reaching 925°C
after the first hour. The furnace is switched
off after two hours. The inside temperature
is measured by 4 thermocouples put inside
of the top drawer cabinet with distance
from each internal wall 5cm and 15cm from
the inner top ceiling. The content is then
examined for signs of damage. During
furnace heating, the recorded internal
temperature must not have exceeded 180°
C. 
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